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I N N O V A T I V E T E C H N O L O G Y F O R

S I Z E R E D U C T I O N , D E A G G L O M E R A T I O N

A N D D I S P E R S I O N

H IG H C A PA C IT Y

¥ no restrictions to capacity due to Comil¨ Õs plug feeding capability 
(no feeding device required)

L O W H E A T

¥ excellent for milling products with low melting points

L O W D U S T

¥ savings in dust collection/ explosion retention devices
¥ minimal product loss
¥ environmentally friendly 

O P T IM U M PA RT IC L E D IS T R IB U T IO N

¥ ability to achieve desired particle granulometry

U S E R FR IE N D LY D E S IG N

¥ quick screen change
¥ easy clean 
¥ low maintenance 
¥ flexible feeding conditions- manual, mechanical, or pneumatic 
¥ optimum results with plug feeding

V E R S A T IL E

¥ various screens and impellers with many specialized tools are available to      
accomplish any process requirements 

M E E T S C G M P, C E , O S H A  A N D A T E X

S P E C IA L D E S IG N S

¥ pressure vessels
¥ steam-in-place
¥ explosion proof
¥ vacuum option
¥ USDA approved
¥ inert milling with controls
¥ cryogenic mill
¥ clean-in-place
¥ high containment mill

197 Quadro¨ Comil¨

with user interface  and
vacuum option shown



Q U A D R O ¨ C O M I L ¨

L O C A L  R E P R E S E N T A T I V E

Quadro Engineering 
613 Colby Drive 
Waterloo, ON, CA N2V 1A1 
T 519-884-9660   
F 519-884-0253
sales@quadro.com
www.quadro.com

Quadro (US) Inc.
55 Bleeker Street 
Millburn, NJ, USA 07041-1414 
T 973-376-1266
F 973-376-3363
sales@quadro.com
www.quadro.com

S P E C I F I C A T I O N S

Q U A D R O ÕS A P P R O A C H

The infeed product falls into the conical screen chamber.  A rotating
impeller imparts a vortex flow pattern to the incoming material.
The material is then forced to the screen surface by centrifugal 
acceleration ensuring continuous delivery into the Òaction zoneÓ
between the screen and impeller. In the Òaction zoneÓ the material
is sized and instantaneously discharged through the screen 
openings.  The finished product is discharged at the bottom of the
milling chamber.  Particle size can be optimized by screen, impeller
and speed selection. 

T Y P I C A L C O M I L ¨ A P P L I C A T I O N S

Determine the exact savings and improvements to your process with free product testing at our R&D Test Centre, or by trying a rental
Comil¨ in your plant.  Quadro offers complete engineering/ design services to accommodate variable process conditions or requirements.

T R Y B E F O R E Y O U B U Y
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lb/ hr 008 0004 )a3( 0008 )b3( 0006,1 )c3( 000,23 )b3(

kg/ hr 063 0081 )a3( 0063 )b3( 0027 )c3( 004,41 )b3(

(LxWxH) in. 38x64x4886x53x865.86x5.72x0536x5.72x5.146.13x5.21x5.22

(LxWxH) mm 0112x0711x03120371x098x03710471x007x07210261x007x0501208x813x275

inches 03422185
mm 167906503302721

Hp 03020152

kW 22515.745.1

040201
Equipment
Scale-up Factor

51

Capacities

Approximate
Dimensions

Screen Diameter

Power

COVER04

(1) Capacities are based on standard pharmaceutical placebo with 3% crystalline cellulose (CMC).
(2) Capacities may vary significantly based on product characteristics, particle granulometry, inlet and discharge conditions.  Consult

your local representative or Quadro for product testing.
(3) For some products, capacities may reach the following higher limits: (a) 15,000 lb/ hr (6800 kg/ hr), (b) 35,000 lb/ hr (15,900 kg/ hr),

(c) 60,000 lb/ hr (27,000 kg/ hr), (d) 120,000 lb/ hr (54,500) kg/ hr


